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025 - PLAN REVIEW

001 - CORRECTIVE ACTION NOT REQUIRED

055 - PLANS APPROVED

10087 SIERRA AV, FONTANA, CA 92335

SR0062426 Not Specified

RETAIL FOOD PLAN CHECK - PLNCK PEP NEW 0-1,499 SQFT

 17K986 Plans - Plan Review Approved

Inspector Comments: The proposed plans to construct a new Arco AMPM convenience store has been 

approved with conditions.

Compliance Date: Not Specified

Violation Reference  -  HSC - 114380

Not In Compliance

Violation Description:  Thank you for your plan submittal.Plans have been approved with the following corrections.This approval does not constitute 

authority to violate any provision of the related codes, ordinances, or regulations, nor

does it prevent further correction of errors found on the plan or with installation upon field inspection. All construction must conform to these approved plans. 

Alterations or changes to these plans must have review and written approval by the Plan Check Section of Environmental Health Services prior to 

construction.

 17K003 Construction - Hot Water - Plans - Recirculation

Inspector Comments: The plans indicated the restroom hand sinks are to be connected to the main water 

heater for the convenience store. Ensure to install a circulation pump as proposed on the plans.

Compliance Date: Not Specified

Violation Reference  -  HSC - 114195

Not In Compliance

Violation Description:  Where fixtures are located more than sixty feet from the water heater, a recirculation pump must be installed.

 17K156 General Protection - Splash Guards - 12"

Inspector Comments: Install a splash guard between the preparation sink and 3-compartment sink.Compliance Date: Not Specified

Violation Reference  -  CCDEH Guidelines - 

CCDEH

Not In Compliance

Violation Description:  A twelve (12) inch Splash Guard is required between the prep and warewashing sinks or between a handwash sink and food prep 

sink or tables (when they are located less than eighteen [18] inches apart).

 17K160 General Protection - Splash Guards - Mop

Inspector Comments: Install a splash guard between the mop sink and preparation sink.Compliance Date: Not Specified

Violation Reference  -  CCDEH Guidelines - 

CCDEH

Not In Compliance

Violation Description:  A six (6) foot washable Splash Guard (wall or metal partition) is required between the mop, prep sink(s) and utensil sink(s) (when 

they are located less than eighteen inches apart).

 17K375 Ventilation - Ducts - General

Inspector Comments: Compliance Date: Not Specified

Violation Reference  -  HSC - 114149.1(a)

Not In Compliance

Violation Description:  All ducts, roof ventilation and power ventilation systems must be constructed according to the California Mechanical Code to UL 

standards, and shall be inspected by Building and Safety.

 17K465 Disposal - Wastewater - Indirect - Installation

Inspector Comments: The equipment schedule on page Q.2.1 indicated a 2 inch drain line for the three 

compartment sink, suggesting a direct drainage connection. The plumbing pages indicated an indirect 

connection for the three compartment sink.

Ensure to provide an indirect connection to the available floor sink.

Compliance Date: Not Specified

Violation Reference  -  CCDEH Guidelines - 

CCDEH

Not In Compliance

Violation Description:  All floor sinks must be installed flush with the floor, at least half exposed under equipment, with grate and strainer, and located within 

15 feet of any condensate producing equipment, prep sink, and utensil sinks.
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 17K852 Plans - Inspections Required

Inspector Comments: Compliance Date: Not Specified

Violation Reference  -  HSC - 114349

Not In Compliance

Violation Description:  A preliminary inspection shall be done when the floors, walls, and ceiling finishes are complete and the equipment is in place. A final 

inspection will be needed in order to receive Health Permit approval from this Agency. Health permit approval is required prior to opening the food facility or 

storing food or beverages.When work on the project has progressed to the point of requiring an inspection, please contact us at least five (5) working days in 

advance in order to help us accommodate your request.

 17K882 Ventilation - General - Velocity

Inspector Comments: Compliance Date: Not Specified

Violation Reference  -  HSC - 114149.1(a)

Not In Compliance

Violation Description:  Exhaust Duct Velocity must be 500 to 2500 Feet per Minute (California Mechanical Code).

 Overall Inspection Comments

When finishes have been installed, please schedule in advance a preliminary inspection by contacting Environmental 

Health Services at 800-442-2283.

Notes:

The proposed waste lines shall drain into a clarifier located outside of the facility nearest the car wash area.

Thirty-four linear feet of dry storage shelves were approved to be installed.

The proposed Subway facility shall be supplied with hot water through an individual water heater and with a minimum 

input rating of 9 kW(@90%) or 41 kBtu.

The 4 ft x 4 ft Type II shall have a minimum exhaust of 1200 cfm(ie: Q=75A) and duct velocity of 2142 FPM.

Photo Attachments:

No Photo Attachments
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