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FACILITY NAME

LOCATION
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FACILITY IDTIME IN TIME OUT RELATED ID

DATE

PE

ACTION:

RESULT:

SERVICE:

IDENTIFIER: 

INSPECTOR

PERMIT EXPIRATIONREINSPECTION DATE

BRIGHTON AT TERRA VISTA HOA 5/7/2015 Not Specified 2/28/2016

195 N EUCLID AV, UPLAND CA 91785

FA0014424 1:40 PM  2:10 PM

Dior Porter

3620

Pool

001 - INSPECTION - ROUTINE

005 - CORRECTIVE ACTION / FOLLOW UP REQU

013 - PERMIT SUSPENDED / FACILITY CLOSED

11450 CHURCH ST, RANCHO CUCAMONGA, CA 91730

PR0019057

RECREATIONAL HEALTH - Public Pool - Initial Pool at Facility

Based on an inspection this day, the items marked below identify the violation (s) in operation or facilities which must be corrected. The 

Permittee has the right to a hearing if requested in writing within 15 calendar days of receipt of this notice, to show cause why the permit to 

operate should not be suspended or revoked. 94
Failure to correct listed violation(s) prior to the designated compliance date may necessitate an additional reinspection at a charge of $ 61.25 

per 15 minutes with a minimum time of 30 minutes, and a minimum charge of $122.50. SCORE
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IMPORTANT: Replacement of Suction Outlet Covers
Suction Outlet covers (anti-entrapment covers over main drains and skimmer equalizer outlets) shall be replaced upon expiration. The expiration (in years) is 

stamped on the front of each cover, indicating the amount of time the cover is valid after installation. Each replacement cover shall:

1. Meet the latest ANSI/APSP-16 performance standard

2. Be rated for the maximum designed flow-rate of the pump

Retain all records which indicate the make/model number of the replacement cover and date of installation. Records shall be made available to your 

inspector upon request.

 36K995 Permit - Suspension ê ê! !CRITICAL
POINTS

NA

Compliance Date: Not Specified

Not In Compliance

Violation Reference  -  HSC

Inspector Comments: 

Violation Description:  Violation(s) observed pose an immediate threat to public health and safety. The health permit to operate is hereby suspended and 

the pool/spa ordered closed until the listed violation(s) have been corrected and verified by Environmental Health Services (EHS). The facility is to remain 

closed until permission from EHS is given. Contact your inspector at your local office to schedule a reinspection to reinstate the health permit. The facility is 

posted closed; do not move, hide, or remove the sign. Reopening of the pool/spa without the approval by EHS, may result in an hourly billable Professional 

Services fee.

 36K502 Water Quality – Critical – Disinfectant level ê ê! !CRITICAL
POINTS

5

Compliance Date: Not Specified

Not In Compliance

Violation Reference  -  HSC - 65529

Inspector Comments: Measured chlorine above 10ppm. Make the required correction and contact the 

program of Environmental Health at 800-442-2283 for re-inspection. The pool may only be re-opened by an 

Environmental Health Specialist.

Violation Description:  The minimum concentration of disinfectant residual in public pools shall be 1.0 ppm free-chlorine without cyanuric acid or 2.0 ppm 

free-chlorine with cyanuric acid. The minimum concentration of disinfectant residual in public spas, wading pools, and spray grounds shall be 3.0 ppm 

free-chlorine. The maximum concentration of disinfectant residual shall be 10.0 ppm free-chlorine.

The minimum concentration of bromine residual in public pools shall be 2.0 ppm. The minimum concentration of bromine residual in public spas, wading 

pools, and spray grounds shall be 4.0 ppm.

A spray ground and water features with an ultraviolet light disinfection system shall be disinfected continuously at a minimum of 40 mJ/cm2 by the ultraviolet 

light disinfection units while the spray ground and water features are in use. If the ultraviolet dosage rate drops below 40 mJ/cm2 the operator shall close the 

spray ground and water features.

 36K582 Maintenance - Public pool site maintenance

POINTS

1

Compliance Date: Not Specified

Not In Compliance

Violation Reference  -  HSC - 65535

Inspector Comments: Secure the loose handrail near the shallow end of the pool.

Violation Description:  The pool operator shall keep all parts of the public pool site well-maintained, including, but not limited to, the public pools, water 

treatment systems, ancillary facilities, signs, showers, toilets, dressing facilities, drinking fountains, diaper-changing stations, floors, walls, partitions, doors, 

and lockers.
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BRIGHTON AT TERRA VISTA HOA

11450 CHURCH ST, RANCHO CUCAMONGA, CA 91730

5/7/2015

Dior Porter

 Overall Inspection Comments

unable to inspect pump area. Key provided does not match the lock. please provide the required keys. trouble accessing 

the pool area.
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