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2. Intersection Capacity Analysis Calculations 
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Irvine Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.241.0595 Tel/ 760.241.1937 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax
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                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       12/10/2012                                               
Analysis Time Period: AM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing Conditions                                      
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      50     5        70     45     10            
Peak-Hour Factor, PHF       0.88   0.88   0.88     0.88   0.88   0.88          
Hourly Flow Rate, HFR       5      56     5        79     51     11            
Percent Heavy Vehicles      6      --     --       6      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      10     5      190      35     5      5             
Peak Hour Factor, PHF       0.88   0.88   0.88     0.88   0.88   0.88          
Hourly Flow Rate, HFR       11     5      215      39     5      5             
Percent Heavy Vehicles      0      0      2        0      0      25            
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      79            231                   49              
C(m) (vph)          1516   1517          966                   466             
v/c                 0.00   0.05          0.24                  0.11            
95% queue length    0.01   0.16          0.94                  0.35            
Control Delay       7.4    7.5           9.9                   13.6            
LOS                  A      A             A                     B              
Approach Delay                           9.9                   13.6            
Approach LOS                              A                     B              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       12/10/2012                                               
Analysis Time Period: AM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing plus Background                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      55     5        75     60     10            
Peak-Hour Factor, PHF       0.88   0.88   0.88     0.88   0.88   0.88          
Hourly Flow Rate, HFR       5      62     5        85     68     11            
Percent Heavy Vehicles      6      --     --       6      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      10     5      200      35     5      5             
Peak Hour Factor, PHF       0.88   0.88   0.88     0.88   0.88   0.88          
Hourly Flow Rate, HFR       11     5      227      39     5      5             
Percent Heavy Vehicles      0      0      2        0      0      25            
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      85            243                   49              
C(m) (vph)          1494   1509          955                   431             
v/c                 0.00   0.06          0.25                  0.11            
95% queue length    0.01   0.18          1.02                  0.38            
Control Delay       7.4    7.5           10.1                  14.4            
LOS                  A      A             B                     B              
Approach Delay                           10.1                  14.4            
Approach LOS                              B                     B              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: AM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Project Year 2014                                        
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      50     15       100    55     10            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      55     16       111    61     11            
Percent Heavy Vehicles      6      --     --       6      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      20     20     225      35     20     5             
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       22     22     250      38     22     5             
Percent Heavy Vehicles      0      0      2        0      0      25            
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      111           294                   65              
C(m) (vph)          1503   1504          882                   401             
v/c                 0.00   0.07          0.33                  0.16            
95% queue length    0.01   0.24          1.49                  0.58            
Control Delay       7.4    7.6           11.1                  15.7            
LOS                  A      A             B                     C              
Approach Delay                           11.1                  15.7            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       12/10/2012                                               
Analysis Time Period: AM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 without Project                                
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      75     5        105    80     15            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      78     5        110    84     15            
Percent Heavy Vehicles      6      --     --       6      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     5      280      50     5      5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       15     5      294      52     5      5             
Percent Heavy Vehicles      0      0      2        0      0      25            
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      110           314                   62              
C(m) (vph)          1469   1489          926                   319             
v/c                 0.00   0.07          0.34                  0.19            
95% queue length    0.01   0.24          1.53                  0.72            
Control Delay       7.5    7.6           10.9                  19.0            
LOS                  A      A             B                     C              
Approach Delay                           10.9                  19.0            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: AM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 with Project                                   
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      70     15       130    75     15            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      73     15       136    78     15            
Percent Heavy Vehicles      6      --     --       6      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      25     20     305      50     20     5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       26     21     321      52     21     5             
Percent Heavy Vehicles      0      0      2        0      0      25            
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      136           368                   78              
C(m) (vph)          1477   1483          854                   291             
v/c                 0.00   0.09          0.43                  0.27            
95% queue length    0.01   0.30          2.25                  1.09            
Control Delay       7.4    7.7           12.4                  21.9            
LOS                  A      A             B                     C              
Approach Delay                           12.4                  21.9            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

2014

PROJECTED GROWTH
: 2%

PER YEAR

EXISTING GEOMETRICS PROPOSED GEOMETRICS FUTURE GEOMETRICS

TURN MOVEMENTS

PROJECT YEAR :

 SUMMARY TM

CONDITION DIAGRAMS

DATE JOB NO. SHEET           OF

27-Jun-14 VV.130048.0000 2 OF 2

SUBJECT BY

E/W STREET :

:

:CONDITION

N/S STREET

PM PEAK HOUR
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31 1 1 1 2 68 14 28 3 22 0

22 0 1 0 1 011 9 46 2 16 2

20 0 0 0 1 34 17 49 3 10 0
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TRUCK AUTO ROUNDED TRUCK

24 0 1 1 0 49 16 57 4 10 0

STATE LANE DRIVE
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TOTAL VOLUMES TOTALS TOTALS
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7
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2
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0
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Irvine Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.241.0595 Tel/ 760.241.1937 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

SB RIGHT 0 32 32 30 0











                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       12/10/2012                                               
Analysis Time Period: PM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing Condition                                       
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      60     10       180    55     30            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      66     11       200    61     33            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      100      15     5      5             
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      5      111      16     5      5             
Percent Heavy Vehicles      0      0      2        7      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      200           121                   26              
C(m) (vph)          1513   1535          873                   371             
v/c                 0.00   0.13          0.14                  0.07            
95% queue length    0.01   0.45          0.48                  0.23            
Control Delay       7.4    7.7           9.8                   15.4            
LOS                  A      A             A                     C              
Approach Delay                           9.8                   15.4            
Approach LOS                              A                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       12/10/2012                                               
Analysis Time Period: PM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing plus Background                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      80     10       185    65     30            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      88     11       205    72     33            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      105      15     5      5             
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      5      116      16     5      5             
Percent Heavy Vehicles      0      0      2        7      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      205           126                   26              
C(m) (vph)          1499   1507          847                   344             
v/c                 0.00   0.14          0.15                  0.08            
95% queue length    0.01   0.47          0.52                  0.24            
Control Delay       7.4    7.8           10.0-                 16.3            
LOS                  A      A             A                     C              
Approach Delay                           10.0-                 16.3            
Approach LOS                              A                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: PM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Project Year 2014                                        
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      75     20       215    60     30            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      83     22       238    66     33            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     20     135      15     20     5             
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       16     22     150      16     22     5             
Percent Heavy Vehicles      0      0      2        7      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      238           188                   43              
C(m) (vph)          1507   1499          674                   293             
v/c                 0.00   0.16          0.28                  0.15            
95% queue length    0.01   0.57          1.16                  0.51            
Control Delay       7.4    7.9           12.4                  19.4            
LOS                  A      A             B                     C              
Approach Delay                           12.4                  19.4            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       12/10/2012                                               
Analysis Time Period: PM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 without Project                                
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      105    15       260    90     45            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      110    15       273    94     47            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      145      20     5      5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      5      152      21     5      5             
Percent Heavy Vehicles      0      0      2        7      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      273           162                   31              
C(m) (vph)          1455   1474          800                   224             
v/c                 0.00   0.19          0.20                  0.14            
95% queue length    0.01   0.68          0.76                  0.48            
Control Delay       7.5    8.0           10.6                  23.6            
LOS                  A      A             B                     C              
Approach Delay                           10.6                  23.6            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: PM Peak Hour                                             
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 with Project                                   
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      100    25       290    85     45            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      105    26       305    89     47            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     20     175      20     20     5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       15     21     184      21     21     5             
Percent Heavy Vehicles      0      0      2        7      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      305           220                   47              
C(m) (vph)          1461   1467          609                   193             
v/c                 0.00   0.21          0.36                  0.24            
95% queue length    0.01   0.79          1.68                  0.95            
Control Delay       7.5    8.1           14.2                  29.6            
LOS                  A      A             B                     D              
Approach Delay                           14.2                  29.6            
Approach LOS                              B                     D              
______________________________________________________________________________ 
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OF 2

E/W STREET :

 SUMMARY TM 27-Jun-14 VV.130048.0000 1

CONDITION :
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WINTER FRIDAY PM PEAK HOUR PER YEAR

N/S STREET :

TURN MOVEMENTS

CONDITION DIAGRAMS

EXISTING GEOMETRICS PROPOSED GEOMETRICS FUTURE GEOMETRICS

EXISTING + EXISTING + YEAR 2035 YEAR 2035

EXISTING BACKGROUND BACKGROUND PROJECT BACKGROUND + WITHOUT WITH

STATE LANE DRIVE

EB LEFT 15 0 15 0

PROJECT PROJECT

SCENERIO #

CONDITION TRAFFIC TRAFFIC TRAFFIC TRIPS PROJECT

15 20 20

EB THRU 5 0 5 15 20 5 20

EB RIGHT 5 0 5 0 5 5 5

5 15

WB THRU 5 0 5 15 20 5

WB LEFT 5 0 5 10 15

HIGHWAY 38

NB LEFT 5 0 5 0

20

WB RIGHT 90 0 95 30 125 135 165

5 5 5

NB THRU 120 5 130 -5 125 180 175

NB RIGHT 5 0 5 10 15 5 15

0 20

315 345

SB THRU 75 15 95 -5 90 125 120

SB LEFT 215 0 225 30 255

Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

STATE LANE DRIVE PROJECT YEAR : 2014

HIGHWAY 38 PROJECTED GROWTH

30 30

TOTALS 565 20 610 100 710 835 935

SB RIGHT 20 0 20
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OF 2TURN VOLUME SUMMARY TM 27-Jun-14 VV.130048.0000 2

E/W STREET : N/S STREET :

STATE LANE DRIVE
TOTAL VOLUMES TOTALS TOTALS

0 20 20

EB LEFT 0 0 16 15

HIGHWAY 38
WB RIGHT 0 0 92 90

NB THRU 2 0 122

PERCENTAGE

TRUCK AUTO ROUNDED TRUCK

0 0 0 0 0 00 0 0 0 0 0
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0 0 0 0 0 000 0 0 0 0

RT THRU LT RT THRU LT

EAST LEG WEST LEG

0 0 0 0 0 0

0 0 0 0 0 00 0 0 0 0 0

0 0 0

0 0 00 0 0

0 0 0

NORTH LEG SOUTH LEG

RT THRU LT RT THRU LT

0 0 0 0 0 0

0 0 0 0 0 0

0 0 0 0 0 0

0 0 0 0 0 00 0 0 0 0 0

0 0 0 0 0 0

0 0 0 0 0 0

LT RT THRU LT

0 0 00 0 0 1 0 0 0 0 0

RT

LARGE 3 AXLE LARGE 4(+) AXLE

1 0 0 1 0

THRU LT RT THRU LT

LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE

RT THRU LT RT THRU LTRT THRU

0 0 0

LARGE 2 AXLE

EAST LEG WEST LEG

0 0 0 0 0 00 0 0 0 1 0 0

1 00 02

0 0 0 0 0

0 0 00 0 0 0

RT

1 0

CONDITION :
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2 0 0

0 0
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THRU

0 0 0
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0 0 0

RT THRULT RT THRU

0 00 00 0

00

0

EB THRU 0 0 2 5 0

WB LEFT 0 0 7 5 0

EB RIGHT 1 0 1 5 100

0
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NB LEFT 0 0 7 5 0
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1 0 6 5 17NB RIGHT

5

Irvine Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

THRU LT RT THRU

0 0 0 0 0 0 0

RT

1

LT

120 2

SB LEFT 2 0 214 215 1

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

SOUTH LEG

LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE

COUNT DATE :

Victorville Office: 760.241.0595 Tel/ 760.241.1937 Fax

0 0 0

SB THRU 4 0 73 75 5



 

 



 



 



 



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Friday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing Conditions                                      
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      120    5        215    75     20            
Peak-Hour Factor, PHF       0.93   0.93   0.93     0.93   0.93   0.93          
Hourly Flow Rate, HFR       5      129    5        231    80     21            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      90       15     5      5             
Peak Hour Factor, PHF       0.93   0.93   0.93     0.93   0.93   0.93          
Hourly Flow Rate, HFR       5      5      96       16     5      5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      231           106                   26              
C(m) (vph)          1473   1432          761                   303             
v/c                 0.00   0.16          0.14                  0.09            
95% queue length    0.01   0.58          0.48                  0.28            
Control Delay       7.5    8.0           10.5                  18.0            
LOS                  A      A             B                     C              
Approach Delay                           10.5                  18.0            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Friday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing plus Background                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      130    5        225    95     20            
Peak-Hour Factor, PHF       0.93   0.93   0.93     0.93   0.93   0.93          
Hourly Flow Rate, HFR       5      139    5        241    102    21            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      95       15     5      5             
Peak Hour Factor, PHF       0.93   0.93   0.93     0.93   0.93   0.93          
Hourly Flow Rate, HFR       5      5      102      16     5      5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      241           112                   26              
C(m) (vph)          1446   1420          745                   274             
v/c                 0.00   0.17          0.15                  0.09            
95% queue length    0.01   0.61          0.53                  0.31            
Control Delay       7.5    8.1           10.7                  19.5            
LOS                  A      A             B                     C              
Approach Delay                           10.7                  19.5            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Friday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Project Year 2014                                        
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      125    15       250    90     20            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      138    16       277    100    22            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     20     120      15     20     5             
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       16     22     133      16     22     5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      277           171                   43              
C(m) (vph)          1447   1408          543                   224             
v/c                 0.00   0.20          0.31                  0.19            
95% queue length    0.01   0.73          1.37                  0.71            
Control Delay       7.5    8.2           14.7                  24.9            
LOS                  A      A             B                     C              
Approach Delay                           14.7                  24.9            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Friday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 without Project                                
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      180    5        315    125    30            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      189    5        331    131    31            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      135      20     5      5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      5      142      21     5      5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      331           152                   31              
C(m) (vph)          1399   1361          665                   151             
v/c                 0.00   0.24          0.23                  0.21            
95% queue length    0.01   0.96          0.89                  0.77            
Control Delay       7.6    8.5           12.0                  35.0-           
LOS                  A      A             B                     D              
Approach Delay                           12.0                  35.0-           
Approach LOS                              B                     D              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Friday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 with Project                                   
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      175    15       340    120    30            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      184    15       357    126    31            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     20     160      20     20     5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       15     21     168      21     21     5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      357           204                   47              
C(m) (vph)          1405   1356          456                   131             
v/c                 0.00   0.26          0.45                  0.36            
95% queue length    0.01   1.07          2.38                  1.62            
Control Delay       7.6    8.6           19.2                  47.7            
LOS                  A      A             C                     E              
Approach Delay                           19.2                  47.7            
Approach LOS                              C                     E              
______________________________________________________________________________ 
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                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Sunday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing Condition                                       
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      70     10       145    170    15            
Peak-Hour Factor, PHF       0.94   0.94   0.94     0.94   0.94   0.94          
Hourly Flow Rate, HFR       5      74     10       154    180    15            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      10     5      95       10     5      5             
Peak Hour Factor, PHF       0.94   0.94   0.94     0.94   0.94   0.94          
Hourly Flow Rate, HFR       10     5      101      10     5      5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      154           116                   20              
C(m) (vph)          1360   1494          803                   386             
v/c                 0.00   0.10          0.14                  0.05            
95% queue length    0.01   0.34          0.51                  0.16            
Control Delay       7.7    7.7           10.2                  14.8            
LOS                  A      A             B                     B              
Approach Delay                           10.2                  14.8            
Approach LOS                              B                     B              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Sunday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing plus Background                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      95     10       150    185    15            
Peak-Hour Factor, PHF       0.94   0.94   0.94     0.94   0.94   0.94          
Hourly Flow Rate, HFR       5      101    10       159    196    15            
Percent Heavy Vehicles      5      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      10     5      100      10     5      5             
Peak Hour Factor, PHF       0.94   0.94   0.94     0.94   0.94   0.94          
Hourly Flow Rate, HFR       10     5      106      10     5      5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      159           121                   20              
C(m) (vph)          1342   1492          771                   354             
v/c                 0.00   0.11          0.16                  0.06            
95% queue length    0.01   0.36          0.56                  0.18            
Control Delay       7.7    7.7           10.5                  15.8            
LOS                  A      A             B                     C              
Approach Delay                           10.5                  15.8            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Sunday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Project Year 2014                                        
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      90     20       180    180    15            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      100    22       200    200    16            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      20     20     130      10     20     5             
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       22     22     144      11     22     5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      200           188                   38              
C(m) (vph)          1336   1447          601                   278             
v/c                 0.00   0.14          0.31                  0.14            
95% queue length    0.01   0.48          1.36                  0.47            
Control Delay       7.7    7.9           13.7                  20.0            
LOS                  A      A             B                     C              
Approach Delay                           13.7                  20.0            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Sunday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 without Project                                
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      125    15       210    255    20            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      131    15       221    268    21            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     5      140      15     5      5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       15     5      147      15     5      5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      221           167                   25              
C(m) (vph)          1256   1418          663                   212             
v/c                 0.00   0.16          0.25                  0.12            
95% queue length    0.01   0.55          1.01                  0.40            
Control Delay       7.9    8.0           12.3                  24.2            
LOS                  A      A             B                     C              
Approach Delay                           12.3                  24.2            
Approach LOS                              B                     C              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/7/2014                                                 
Analysis Time Period: Sunday Peak Hour                                         
Intersection:         Highway 38/State Lane Drive                              
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 with Project                                   
Project ID:  VV.130048.0000                                                    
East/West Street:     State Lane Drive                                         
North/South Street:   Highway 38                                               
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      120    25       240    250    20            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      126    26       252    263    21            
Percent Heavy Vehicles      5      --     --       5      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      25     20     170      15     20     5             
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       26     21     178      15     21     5             
Percent Heavy Vehicles      5      5      5        5      5      5             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             5      252           225                   41              
C(m) (vph)          1261   1411          510                   182             
v/c                 0.00   0.18          0.44                  0.23            
95% queue length    0.01   0.65          2.33                  0.86            
Control Delay       7.9    8.1           17.6                  30.5            
LOS                  A      A             C                     D              
Approach Delay                           17.6                  30.5            
Approach LOS                              C                     D              
______________________________________________________________________________ 
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STATE LANE DRIVE

TURN VOLUME SUMMARY TM 27-Jun-14 VV.130048.0000 2
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NB RIGHT

SB THRU 3 75 78 80 5

SB LEFT 0 0 5 5 0

Irvine Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.241.0595 Tel/ 760.241.1937 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

SB RIGHT 0 0 0 0 0



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/30/13                                                  
Analysis Time Period: AM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing                                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                             200    5        5      80                   
Peak-Hour Factor, PHF              0.88   0.88     0.88   0.88                 
Hourly Flow Rate, HFR              227    5        5      90                   
Percent Heavy Vehicles             --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                              1    0             0   1                    
Configuration                          TR              LT                      
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5             5                                    
Peak Hour Factor, PHF       0.88          0.88                                 
Hourly Flow Rate, HFR       5             5                                    
Percent Heavy Vehicles      0             0                                    
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /                     /       
Lanes                          0        0                                      
Configuration                      LR                                          
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config                LT  |         LR          |                         
______________________________________________________________________________ 
v (vph)                    5             10                                    
C(m) (vph)                 1348          733                                   
v/c                        0.00          0.01                                  
95% queue length           0.01          0.04                                  
Control Delay              7.7           10.0-                                 
LOS                         A             A                                    
Approach Delay                           10.0-                                 
Approach LOS                              A                                    
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:                                                                
Analysis Time Period: AM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing plus Background                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                             210    5        5      85                   
Peak-Hour Factor, PHF              0.88   0.88     0.88   0.88                 
Hourly Flow Rate, HFR              238    5        5      96                   
Percent Heavy Vehicles             --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                              1    0             0   1                    
Configuration                          TR              LT                      
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5             5                                    
Peak Hour Factor, PHF       0.88          0.88                                 
Hourly Flow Rate, HFR       5             5                                    
Percent Heavy Vehicles      0             0                                    
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /                     /       
Lanes                          0        0                                      
Configuration                      LR                                          
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config                LT  |         LR          |                         
______________________________________________________________________________ 
v (vph)                    5             10                                    
C(m) (vph)                 1335          721                                   
v/c                        0.00          0.01                                  
95% queue length           0.01          0.04                                  
Control Delay              7.7           10.1                                  
LOS                         A             B                                    
Approach Delay                           10.1                                  
Approach LOS                              B                                    
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: AM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Project Year 2014                                        
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     210    5        5      85     5             
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       16     233    5        5      94     5             
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      5        50     5      15            
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      5      5        55     5      16            
Percent Heavy Vehicles      0      0      0        0      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             16     5             15                    76              
C(m) (vph)          1507   1341          618                   620             
v/c                 0.01   0.00          0.02                  0.12            
95% queue length    0.03   0.01          0.07                  0.42            
Control Delay       7.4    7.7           11.0                  11.6            
LOS                  A      A             B                     B              
Approach Delay                           11.0                  11.6            
Approach LOS                              B                     B              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/30/13                                                  
Analysis Time Period: AM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 without Project                                
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                             295    5        5      120                  
Peak-Hour Factor, PHF              0.95   0.95     0.95   0.95                 
Hourly Flow Rate, HFR              310    5        5      126                  
Percent Heavy Vehicles             --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                              1    0             0   1                    
Configuration                          TR              LT                      
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5             5                                    
Peak Hour Factor, PHF       0.95          0.95                                 
Hourly Flow Rate, HFR       5             5                                    
Percent Heavy Vehicles      0             0                                    
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /                     /       
Lanes                          0        0                                      
Configuration                      LR                                          
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config                LT  |         LR          |                         
______________________________________________________________________________ 
v (vph)                    5             10                                    
C(m) (vph)                 1257          641                                   
v/c                        0.00          0.02                                  
95% queue length           0.01          0.05                                  
Control Delay              7.9           10.7                                  
LOS                         A             B                                    
Approach Delay                           10.7                                  
Approach LOS                              B                                    
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: AM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 with Project                                   
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      15     295    5        5      120    5             
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       15     310    5        5      126    5             
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      5        50     5      15            
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      5      5        52     5      15            
Percent Heavy Vehicles      0      0      0        0      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             15     5             15                    72              
C(m) (vph)          1467   1257          539                   534             
v/c                 0.01   0.00          0.03                  0.13            
95% queue length    0.03   0.01          0.09                  0.47            
Control Delay       7.5    7.9           11.9                  12.8            
LOS                  A      A             B                     B              
Approach Delay                           11.9                  12.8            
Approach LOS                              B                     B              
______________________________________________________________________________ 
                                                                               



Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

2014

PROJECTED GROWTH
: 2%

PER YEAR

EXISTING GEOMETRICS PROPOSED GEOMETRICS FUTURE GEOMETRICS

TURN MOVEMENTS

PROJECT YEAR :

 SUMMARY TM

CONDITION DIAGRAMS

DATE JOB NO. SHEET           OF

27-Jun-14 VV.130048.0000 2 OF 2

SUBJECT BY

E/W STREET :

:

:CONDITION

N/S STREET

EXISTING + EXISTING + YEAR 2035 YEAR 2035

EXISTING BACKGROUND BACKGROUND PROJECT BACKGROUND + WITHOUT WITH

WEEKDAY PM PEAK HOUR

STATE LANE DRIVE

CONDITION TRAFFIC TRAFFIC TRAFFIC TRIPS PROJECT PROJECT PROJECT

SCENERIO #

PROJECT DRIVEWAY

EB LEFT 0 0 0 55 55 0 55

EB THRU 0 0 0 5 5 0 5

EB RIGHT 0 0 0 20 20 0 20

WB LEFT 5 0 5 0 5 5 5

WB THRU 0 0 0 5 5 0 5

WB RIGHT 5 0 5 0 5 5 5

STATE LANE DRIVE

NB LEFT 0 0 0 20 20 0 20

NB THRU 105 0 110 0 110 155 155

0 0 0 10 10 0 10

NB RIGHT 5 0 5 0 5 5 5

SB LEFT 5 0 5 0 5 5 5

PROJECT DRIVEWAY

TOTALS 320 0 335 115 450 460 575

SB THRU 195 0 205 0 205 285 285

SB RIGHT



STATE LANE DRIVE

TURN VOLUME SUMMARY TM 27-Jun-14 VV.130048.0000 2

SOUTH LEG

LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE

0

SUBJECT BY DATE JOB NO. SHEET           OF

0

0

2

OF 2

E/W STREET : PROJECT DRIVEWAY N/S STREET :

THRU LT RT THRU LT RT THRU LT

0 0 0 0 0 0 0

RT THRU LT RT THRU LT

0 0 0

0

LT

CONDITION : PM PEAK HOUR

NORTH LEG

RT THRU

0 0 0

0

0 00 0

RT

0 0 0 0 0

0 0 0 0

00 0 0 0 0 00 0

0 0 0

0 0 1 0 0 0 0

0 0 0 0 0 00 0 0 0 0 0 0 0

LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE

0 0 0 0 0

EAST LEG WEST LEG

0 0 0 0 0 0

RT THRU LT RT THRU LT

LARGE 2 AXLE LARGE 3 AXLE LARGE 4(+) AXLE

RT THRU LT RT THRU LTRT THRU LT RT THRU LT

0 0 00 0 0 0 0 0

0 0 0 0 0 0

0 0 01 0 0 0 0 0

0 0 0 0 0 00 0 0 0 0 1

0 0 00 0 0 0 0 0

1 0 0 0 0 0

0 0 00 0 0 0 0 0

0 0 0 0 0 00 0 0 0 0 0

RT THRU LT RT THRU LT

NORTH LEG SOUTH LEG EAST LEG WEST LEG

RT THRU LT RT THRU LT

31 1 1 1 2 68 14 28 3 22 0

22 0 1 0 1 011 9 46 2 16 2

20 0 0 0 1 34 17 49 3 10 0

PERCENTAGE

TRUCK AUTO ROUNDED TRUCK

24 0 1 1 0 49 16 57 4 10 0

PROJECT DRIVEWAY
EB LEFT 0 0 0 0

TOTAL VOLUMES TOTALS TOTALS

EB RIGHT 0 0 0 0 0

0

EB THRU 0 0 0 0 0

0

WB THRU 0 0 0 0 0

WB LEFT 0 0 5 5 0

STATE LANE DRIVE
NB LEFT 0 0 0 0

WB RIGHT 0 0 5 5

NB RIGHT 0 0 5 5 0

0

NB THRU 2 101 103 105 0

SB THRU 1 196 197 195 0

SB LEFT 0 0 5 5 0

Irvine Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.241.0595 Tel/ 760.241.1937 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

SB RIGHT 0 0 0 0 0



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/30/13                                                  
Analysis Time Period: PM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing                                                 
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                             105    5        5      195                  
Peak-Hour Factor, PHF              0.90   0.90     0.90   0.90                 
Hourly Flow Rate, HFR              116    5        5      216                  
Percent Heavy Vehicles             --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                              1    0             0   1                    
Configuration                          TR              LT                      
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5             5                                    
Peak Hour Factor, PHF       0.90          0.90                                 
Hourly Flow Rate, HFR       5             5                                    
Percent Heavy Vehicles      0             0                                    
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /                     /       
Lanes                          0        0                                      
Configuration                      LR                                          
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config                LT  |         LR          |                         
______________________________________________________________________________ 
v (vph)                    5             10                                    
C(m) (vph)                 1479          772                                   
v/c                        0.00          0.01                                  
95% queue length           0.01          0.04                                  
Control Delay              7.4           9.7                                   
LOS                         A             A                                    
Approach Delay                           9.7                                   
Approach LOS                              A                                    
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/30/13                                                  
Analysis Time Period: PM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Existing plus Project                                    
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                             110    5        5      205                  
Peak-Hour Factor, PHF              0.90   0.90     0.90   0.90                 
Hourly Flow Rate, HFR              122    5        5      227                  
Percent Heavy Vehicles             --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                              1    0             0   1                    
Configuration                          TR              LT                      
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5             5                                    
Peak Hour Factor, PHF       0.90          0.90                                 
Hourly Flow Rate, HFR       5             5                                    
Percent Heavy Vehicles      0             0                                    
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /                     /       
Lanes                          0        0                                      
Configuration                      LR                                          
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config                LT  |         LR          |                         
______________________________________________________________________________ 
v (vph)                    5             10                                    
C(m) (vph)                 1472          759                                   
v/c                        0.00          0.01                                  
95% queue length           0.01          0.04                                  
Control Delay              7.5           9.8                                   
LOS                         A             A                                    
Approach Delay                           9.8                                   
Approach LOS                              A                                    
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:                                                                
Analysis Time Period: PM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Project Year 2014                                        
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      20     110    5        5      205    10            
Peak-Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       22     122    5        5      227    11            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      5        55     5      20            
Peak Hour Factor, PHF       0.90   0.90   0.90     0.90   0.90   0.90          
Hourly Flow Rate, HFR       5      5      5        61     5      22            
Percent Heavy Vehicles      0      0      0        0      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             22     5             15                    88              
C(m) (vph)          1341   1472          608                   584             
v/c                 0.02   0.00          0.02                  0.15            
95% queue length    0.05   0.01          0.08                  0.53            
Control Delay       7.7    7.5           11.1                  12.3            
LOS                  A      A             B                     B              
Approach Delay                           11.1                  12.3            
Approach LOS                              B                     B              
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       1/30/12                                                  
Analysis Time Period: PM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 without Project                                
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:   State Lane Drive                                         
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                             155    5        5      285                  
Peak-Hour Factor, PHF              0.95   0.95     0.95   0.95                 
Hourly Flow Rate, HFR              163    5        5      300                  
Percent Heavy Vehicles             --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                              1    0             0   1                    
Configuration                          TR              LT                      
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5             5                                    
Peak Hour Factor, PHF       0.95          0.95                                 
Hourly Flow Rate, HFR       5             5                                    
Percent Heavy Vehicles      0             0                                    
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /                     /       
Lanes                          0        0                                      
Configuration                      LR                                          
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config                LT  |         LR          |                         
______________________________________________________________________________ 
v (vph)                    5             10                                    
C(m) (vph)                 1422          677                                   
v/c                        0.00          0.01                                  
95% queue length           0.01          0.04                                  
Control Delay              7.5           10.4                                  
LOS                         A             B                                    
Approach Delay                           10.4                                  
Approach LOS                              B                                    
______________________________________________________________________________ 
                                                                               



                 HCS+: Unsignalized Intersections Release 5.6                  
                                                                               
_______________________TWO-WAY STOP CONTROL SUMMARY___________________________ 
                                                                               
Analyst:              TM                                                       
Agency/Co.:           Hall and Foreman, Inc                                    
Date Performed:       4/24/2013                                                
Analysis Time Period: PM Peak Hour                                             
Intersection:         Project Dwy#2/State Lane Drive                           
Jurisdiction:         San Bernardino County                                    
Units: U. S. Customary                                                         
Analysis Year:        Year 2035 with Project                                   
Project ID:  VV.130048.0000                                                    
East/West Street:     Project Driveway #2                                      
North/South Street:                                                            
Intersection Orientation: NS                 Study period (hrs):  1.00         
                                                                               
______________________Vehicle Volumes and Adjustments_________________________ 
Major Street:  Approach        Northbound             Southbound               
               Movement     1      2      3     |  4      5      6             
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      20     155    5        5      285    10            
Peak-Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       21     163    5        5      300    10            
Percent Heavy Vehicles      0      --     --       0      --     --            
Median Type/Storage         Undivided             /                            
RT Channelized?                                                                
Lanes                          0   1    0             0   1    0               
Configuration                   LTR                    LTR                     
Upstream Signal?                   No                     No                   
______________________________________________________________________________ 
Minor Street:  Approach        Westbound              Eastbound                
               Movement     7      8      9     |  10     11     12            
                            L      T      R     |  L      T      R             
______________________________________________________________________________ 
Volume                      5      5      5        55     5      20            
Peak Hour Factor, PHF       0.95   0.95   0.95     0.95   0.95   0.95          
Hourly Flow Rate, HFR       5      5      5        57     5      21            
Percent Heavy Vehicles      0      0      0        0      0      0             
Percent Grade (%)                  0                      0                    
Flared Approach:  Exists?/Storage         No     /              No     /       
Lanes                          0   1    0             0   1    0               
Configuration                      LTR                    LTR                  
______________________________________________________________________________ 
                                                                               
__________________Delay, Queue Length, and Level of Service___________________ 
Approach            NB     SB        Westbound             Eastbound           
Movement            1      4   |  7      8      9    |  10     11     12       
Lane Config         LTR    LTR |         LTR         |         LTR             
______________________________________________________________________________ 
v (vph)             21     5             15                    83              
C(m) (vph)          1262   1422          530                   500             
v/c                 0.02   0.00          0.03                  0.17            
95% queue length    0.05   0.01          0.09                  0.60            
Control Delay       7.9    7.5           12.0                  13.6            
LOS                  A      A             B                     B              
Approach Delay                           12.0                  13.6            
Approach LOS                              B                     B              
______________________________________________________________________________ 
                                                                               



3. Traffic Signal Warrant Worksheets – Highway 38 and State Lane 
  





























4. Left Turn Warrant Analysis – Highway 38 and State Lane 
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65

70
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VS
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165

100

55

60%

TRAFFIC

EXISTING +

BACKGROUND

TRAFFIC

EXISTING

EXISTING +

BACKGROUND +

PROJECT

JOB NO.DATE

VV.130048.0000

E/W STREET : 55MPH

19-Jun-14

SUBJECT

LEFT TURN WARRANT

BY

TM

:

CONDITION DIAGRAMS

:CONDITIONN/S STREET WEEKDAY AM PEAK HOUR

STATE LANE DRIVE

HIGHWAY 38
DESIGN SPEED :

Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

145

70

60%

95 90

85 90VO

VL (%) 

125

60

75

YEAR 2035 YEAR 2035

WITHOUT WITH

PROJECT PROJECT

200 220

105 130



70%

VL 180 185

VL (%) 70% 70% 70% 70%

215 260 290

STATE LANE DRIVE DESIGN SPEED : 55MPH
HIGHWAY 38 CONDITION : WEEKDAY PM PEAK HOUR

CONDITION DIAGRAMS

CONDITION TRAFFIC TRAFFIC PROJECT

VS 85 95 90 135 130

VA 265 280 305 395 420

BACKGROUND + WITHOUT WITH

VO 75 95 100 125

JOB NO.

E/W STREET :

:N/S STREET

SUBJECT BY DATE

LEFT TURN WARRANT TM 19-Jun-14 VV.130048.0000

Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

EXISTING + EXISTING + YEAR 2035 YEAR 2035

EXISTING BACKGROUND

PROJECT PROJECT

130



VL (%) 70% 70% 70% 70% 70%

VS 95 115 110 155 150

315 345

VA 310 340 365 470

EXISTING + EXISTING + YEAR 2035 YEAR 2035

EXISTING BACKGROUND BACKGROUND + WITHOUT WITH

PROJECT

Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

VO 130 140 145 190 195

495

VL 215 225 255

PROJECT

CONDITION DIAGRAMS

CONDITION TRAFFIC TRAFFIC PROJECT

WINTER FRIDAY PM PEAK HOURN/S STREET : HIGHWAY 38 CONDITION :

E/W STREET :

LEFT TURN WARRANT TM 19-Jun-14 VV.130048.0000

STATE LANE DRIVE DESIGN SPEED : 55MPH

JOB NO.SUBJECT BY DATE



VS 185 200

240

VL (%) 40% 40% 50% 40% 50%

VL 145 150 180 210

Tustin Office: 714.665.4500 Tel/ 714.665.4501 Fax

Santa Clarita Office: 661.284.7400 Tel/ 661.284.7401 Fax

Victorville Office: 760.524.9100 Tel/ 760.524.9101 Fax

Temecula Office: 951.294.9300 Tel/ 951.294.9301 Fax

VO 85 110 115 145 150

VA 330 350 375 485 510

270

EXISTING BACKGROUND BACKGROUND + WITHOUT WITH

CONDITION TRAFFIC TRAFFIC PROJECT PROJECT PROJECT

195 275

YEAR 2035

CONDITION DIAGRAMS

EXISTING + EXISTING + YEAR 2035

N/S STREET : HIGHWAY 38 CONDITION : WINTER SUNDAY PM PEAK HOUR

E/W STREET :

LEFT TURN WARRANT TM 19-Jun-14 VV.130048.0000

STATE LANE DRIVE DESIGN SPEED : 55MPH

JOB NO.SUBJECT BY DATE
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