| - . 60’

l 30 30 l
| g 22' 22 g' 1
1 ) i 1 1] [] L] 1

7.5 1 1 1 1 ; 7.5
l Py .\LQ’HT\\ ) OINT JOINT L

J LEVEL LINE ,)L—— ) Smsam

| st 1| s B c D [SL‘?.PE. ]
bl o JL:KI————/:-__‘_*'/‘“M.
| ?—J' —— t == 20%1,_{( / |
CURB & GUTTER ’ SEE NOTES . SIDEWALK I
TYPICAL SECTION f i ]
LEVEL — i J
ALTERNATE SIDEWAL

{if Shown On Plon)

1 1 E 1 ]
i 1" i " L
LEVEL LINE JOINT JOINT JOINT '
T Vo Y e
A B c D
i i d—— ey |

——— 30‘70 2.0% —»— -

TYPICAL SECTION

TILT
JOINT ELEVATIONS| A B C D
) LEVEL | 0.00 | 0.36 | 0.14 | 0.36 )
8" CURB : . ; () Indicates Above
TIELTE 8'52' é.cI)z‘ (g.g;) ,o.3sl Level Line.
0 LEVEL | O. .19 . 0.19
6 CURB TILT 076 | 0.85' | 052" | 0.19"
NOTES:

l. Structural Section Of Roadway Shall Be Determined From Soils Test, Traffic Index,
Article IX Of The San Bernardino County Road Planning And Design Standards And
Shall Be Approved By The County Transportation Department And So Indicated On
Construction Plans.
~ 2. Construction Qutside R/W Will Require Slope Easements.
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